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Specification Bulletin Distributor and Remote Distributor
Weight 7 kgs/15.4 lbs
Dimensions 430x500x44 mm, 16.9x19.7x1.7 in
Environment 0˚C to 40˚C, 10-80% humidity (non-condensing) 
Storage -20-60˚C to 10-80% @ 40˚C (non-condensing)
Regulatory FCC Class A, CE, UL
Capacity up to 200,000 subscribers

250 Remote Distributors
Interfaces 2 x 1 Gbps built-in Ethernet plus 2 module bays
Modules 4-port 1 Gbps copper Ethernet ports 

2-port 1 Gbps SFP ports
Maximum sustained data rate 550 Mbps
Equivalent upstream data rate* 3,667 Mbps
Equivalent total data rate** 11,000 (OC-192) 

*Assumes typical upstream HTTP portion of upstream data is 15%, Average upstream packet HTTP packet size is 165 bytes 
** Assumes typical upstream HTTP portion of total data is 5%

Hardware Specifications

MINI-PACK OPTIONS AND MODULES
Bulletin System Mini-Pack includes all the modules required 
for subscriber-care messaging, internal promotions, 3rd-par-
ty advertising, and Wi-Fi hotspot deployments.  Additional 
add-on modules include:

Website Sentry Module
Generate additional revenues by offering the most effective 
parental controls available.  Website Sentry enables provid-
ers to offer network-sourced, subscriber-managed parental 
controls as an additional IP service.  No special client soft-
ware or configuration required.  Available in two tiers using 
premium and generic URL rating lists.

Abuse Sentry Module*
A powerful new application that gives providers a fully auto-
mated tool to detect, measure, and prevent outbound email 
abuse (spam).  Abuse Sentry allows providers to proactively 
communicate with the subscriber and provide the essential 
tools for self-remediation.

Audit Sentry Module*
Audit the number of users behind each cable modem with 
PerfTech’s network-sourced monitor.  Audit Sentry is the first 
facility that allows providers to identify likely sites of illegal 
(intended or unintended) redistribution of HSI service—even 
cases of open Wi-Fi being used by multiple PCs.  

* Included in base product for a limited time

COMPONENTS
The Bulletin System Mini-Pack line is composed of  hardware 
devices plus applicable user packs/licenses:

Bulletin Distributor 
This device, located at the ISP NOC, snaps into the Internet 
aggregation router and includes a standard 1,000-user 
license.  With additional user packs, it can manage up to 
100,000 total users.

Remote Distributor™
Located at small to medium sized remote installations or 
hotspots, this device interfaces with a Bulletin Distributor 
to support 10,000 users or 25,000 subscribers with an 
Expander Pack.

User Packs
Designate the number of subscribers with packs that accom-
modate 1,000, 2,000, 5,000, 10,000, 20,000, 50,000, 
75,000, or 99,000 users.  Combine packs to manage up to 
200,000 subscriber accounts in your network.

Annual Support/License Agreements
Maintain hardware warranty and ongoing licensing with the 
appropriate annual license agreement.

Note: All trademarks and registered trademarks are the property of 
their respective owners.  Companies referenced within this docu-
ment are in no way associated with PerfTech, Inc.


